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How To… 
Change a Burner Tube 

www.bigjohngrills.com 

1. Remove lava rock and set large chunks (1”-2” pieces) aside.  Throw away any pebble size pieces.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Gently pull open the bracket holding the burner tube in place. 
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3. Pick up the burner just in front of the opened bracket and gently lift at an angle - carefully sliding the 
front portion out of the hole in the front wall 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. Remove the burner once clear of hole in the front wall. 
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5.  Put new burner tube in with post (turbulence post) pointing toward the front of the grill. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

6. Insert tube into hole in front of wall carefully pushing down on back of tube. 

7. Place back of tube into open bracket with crimped edge resting on the burner insert pan. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

8. Close bracket as best you can.  It will not close perfectly 
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9. Repeat for each burner you are replacing. 

 

 

 

 

 

 

 

 

 

 

 

 

 

9. Replace lava rock in single layer over burners (about 6-7 lbs. per section) completely covering the    
bottom of the section. 

 

 

 

 

 

 

 

 

 

ALL EQUIPMENT IS FOR OUTDOOR USE ONLY 
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